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Horizon Reverse Osmosis' (HRO) full line of commer-
cial and industrial reverse osmosis desalinators pro-
duce from 2,800 to 44,000 gallons of pure potable
water per day.  Regardless of the specific application
or use, there is a HRO water maker to suit your need.

A System to Meet Every Need!

Horizon Reverse Osmosis

Commercial 
& Industrial Series

HP (Horse Power), FLA (Full Load Amp) includes
Booster Pump and High Pressure Pump. LRA
(Locked Rotor Amp/Starting Current) listed only for
High Pressure Pump. Booster Pump and High
Pressure Pump are sequentially started.

The specifications listed within this brochure, including produc-
tion rates, product water quality, and energy consumption, are
based on High Rejection and High Flux Sea Water R.O.
Membrane Elements. Brackish water application specifications
will be provided upon request. The recommended Circuit
Breaker Size assumes that the R.O. System is equipped with
only two electric motors (Booster Pump Motor and High
Pressure Pump Motor). If an optional Feed Pump is also used,
the Circuit Breaker must be sized appropriately to handle all
three motors.

P Horizon Coral Sea
2,800 to 6,800 Gallons Per Day  •  10,599 to 25,741 Liters Per Day

Vertical
2800/3/V
3600/3/V
4200/4/V
5200/4/V

Horizontal
2800/3/H
3600/3/H
4200/4/H
5200/4/H
6200/4/H
6800/4/H

Modular
2800/3/M
3600/3/M

Models Per 24 Hours Per Hour Weight

2,800 gal / 10,599 lit
3,600 gal / 13,627 lit
4,200 gal / 15,899 lit
5,200 gal / 19,684 lit

2,800 gal / 10,599 lit
3,600 gal / 13,627 lit
4,200 gal / 15,899 lit
5,200 gal / 19,684 lit
6,200 gal / 23,469 lit
6,800 gal / 25,741 lit

2,800 gal / 10,599 lit
3,600 gal / 13,627 lit

117 gal / 442 lit
150 gal / 568 lit
175 gal / 662 lit
217 gal / 820 lit

117 gal  /   442 lit
150 gal  /   568 lit
175 gal  /   662 lit
217 gal  /   820 lit
258 gal  /   978 lit
283 gal / 1,073 lit

117 gal / 442 lit
150 gal / 568 lit

435 lbs / 197 Kg
473 lbs / 215 Kg
700 lbs / 318 Kg
750 lbs / 340 Kg

435 lbs / 197 Kg
473 lbs / 215 Kg
750 lbs / 340 Kg
800 lbs / 364 Kg
850 lbs / 386 Kg
900 lbs / 409 Kg

395 lbs / 180 Kg
425 lbs / 193 Kg

Phase Hz VAC HP FLA LRA HP           FLA         LRA

Single
Three
Three
Single
Three
Three
Three

50
50
50
60
60
60
60

220
220
380
230
208
230
460

5 & 1
5 & 1
5 & 1
5 & 1
5 & 1
5 & 1
5 & 1

32.0
24.3
11.5
26.5
18.1
16.4

8.2

183
138

80
146
122
110

55

n/a
10 & 1
10 & 1

n/a
10 & 1
10 & 1
10 & 1

n/a
36.3
20.9
n/a

32.5
29.2
14.6

n/a
276
160
n/a
243
220
110

3” Models
2800 & 3600 GPD

4” Models
4200, 5200, 6200, 6800 GPD

Operating Voltage Hz & Phase Circuit Breaker Size

220 VAC, 50 Hz, Single Phase
220 VAC, 50 Hz, Three Phase
380 VAC, 50 Hz, Three Phase
230 VAC, 60 Hz, Single Phase
208 VAC, 60 Hz, Three Phase
230 VAC, 60 Hz, Three Phase
460 VAC, 60 Hz, Three Phase

65 Amperes
50 Amperes
25 Amperes
55 Amperes
35 Amperes
35 Amperes
15 Amperes

n/a
70 Amperes
40 Amperes
n/a
65 Amperes
60 Amperes
30 Amperes

3” Model
w/5 HP

4” Model
w/10 HP

Feed Water: 2800/3/V to 3600/3/M 8 gal / 30 lit
4200/4/V to 6800/4/H          16 gal / 61 lit

ecifications
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90 Amperes
50 Amperes
50 Amperes
90 Amperes
90 Amperes
50 Amperes

Horizon Tasman Sea
5,500 to 21,000 Gallons Per Day  •  20,820 to 79,493 Liters Per Day

Horizon North Sea
11,000 to 44,000 Gallons Per Day  •  41,639 to 166,558 Liters Per Day

21m /S1
38m /S1
53m /S1

64m /D1
72m /D1
79m /D1

38m /S2
64m /S2
79m /S2

Models Per 24 Hours Per Hour Weight

5,500 gal / 20,820 lit
10,000 gal / 37,854 lit
14,000 gal / 52,996 lit

17,000 gal / 64,352 lit
19,000 gal / 71,923 lit
21,000 gal / 79,493 lit

10,000 gal / 37,854 lit
17,000 gal / 64,352 lit
21,000 gal / 79,493 lit

229 gal  /   867 lit
417 gal / 1,577 lit
583 gal / 2,208 lit

708 gal / 2,681 lit
792 gal / 2,997 lit
875 gal / 3,312 lit

417 gal / 1,577 lit
708 gal / 2,681 lit
875 gal / 3,312 lit

1900 lbs / 864 Kg
2000 lbs / 909 Kg
2100 lbs / 954 Kg

2300 lbs / 1045 Kg
2400 lbs / 1090 Kg
2500 lbs / 1136 Kg

2000 lbs /   909 Kg
2200 lbs / 1000 Kg
2400 lbs / 1090 Kg

Phase Hz VAC HP FLA LRA

Three
Three
Three
Three
Three
Three

50
50
50
60
60
60

220
380
415
208
230
460

30 & 2
30 & 2
30 & 2
30 & 2
30 & 2
30 & 2

62.4
31.2
29.0
63.4
57.8
28.9

390
198
180
390
370
185

High Pressure Pump Motor 30 HP with 2 HP Booster Pump Motor

Operating Voltage Hz & Phase Circuit Breaker Size

220 VAC, 50 Hz, Three Phase
380 VAC, 50 Hz, Three Phase
415 VAC, 50 Hz, Three Phase
208 VAC, 60 Hz, Three Phase
230 VAC, 60 Hz, Three Phase
460 VAC, 60 Hz, Three Phase

Feed Water: 21m  /S1 to 79m  /S2 36 gal / 136 lit

3

3

3

3

3

3

3

3

3

3 3

150 Amperes
90 Amperes
75 Amperes

160 Amperes
160 Amperes
150 Amperes
75 Amperes

Models Per 24 Hours Per Hour Weight

11,000 gal / 41,639 lit
20,000 gal / 75,708 lit
26,000 gal / 98,420 lit

32,000 gal / 121,133 lit
35,000 gal / 132,489 lit
38,000 gal / 143,845 lit

38,000 gal / 143,845 lit
42,000 gal / 158,987 lit
44,000 gal / 166,558 lit

458 gal / 1,735 lit
833 gal / 3.155 lit

1,083 gal / 4,101 lit

1,333 gal / 5,047 lit
1,458 gal / 5,520 lit
1,583 gal / 5,994 lit

1,583 gal / 5,994 lit
1,750 gal / 6,624 lit
1,833 gal / 6,940 lit

3700 lbs / 1678 Kg
4000 lbs / 1814 Kg
4300 lbs / 1950 Kg

4800 lbs / 2177 Kg
5100 lbs / 2313 Kg
5400 lbs / 2449 Kg

5400 lbs / 2449 Kg
5850 lbs / 2653 Kg
6300 lbs / 2857 Kg

Phase Hz VAC HP FLA LRA

50
50
50
60
60
60
60

50
50
50
50
50
50
50

120
70
60

120
120
120
60

792
458
396
648
877
618
309

High Pressure Pump Motor 50 HP with 3 HP Booster Pump Motor

Operating Voltage Hz & Phase Circuit Breaker Size

220 VAC, 50 Hz, Three Phase
380 VAC, 50 Hz, Three Phase
440 VAC, 50 Hz, Three Phase
200 VAC, 60 Hz, Three Phase
208 VAC, 60 Hz, Three Phase
230 VAC, 60 Hz, Three Phase
460 VAC, 60 Hz, Three Phase

Feed Water: 42m /S2 to 167m /D3 66 gal / 246 lit3 3

Three
Three
Three
Three
Three
Three
Three

220
380
440
200
208
230
460

42m /S2
76m /S2
98m /S2

121m /D2
132m /D2
144m /D2

144m /D3
159m /D3
167m /D3

3

3

3

3

3

3

3

3

3
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HorizonCoral 

Feed Water Section
Installation connection and piping for marine 
installations
Booster pump
Full prefiltration system to 5 micron and oil-water 
separation
Clean/rinse, store/flush valves
Brine water flow meter and low pressure protection
Low pressure gauges

Pressurization
Stainless steel high-pressure pump, piping, 
and valving
Low maintenance belt drive system
Chemical duty motors
High-pressure gauges
High Rejection/High Flux R.O. Membrane Elements
High-pressure protection switch
Corrosion proof fiberglass pressure vessels

Product Water Monitoring and Filtration
Digital product water flow meter
Three-way diversion solenoid valve
Product water post filtration

Style Configurations Available
Horizontal Frame
Vertical Frame
Modular for individual component mounting

Electrical
NEMA 4x Controller operable from 200V to 460V 
AC, 50/60Hz, single or three phase
Touch Screen operation with optional full function 
Remote Touch Screen
User selectable Digital and Analog readouts for 
the following:

Temperature of Feed and Product water
Product and Feed salinity readout meter 
Low and High pressure reading
Feed and Product water flow reading
Adjustable pump starting sequence timing
Storage Tank Level monitoring
High and Low pressure safety switches
Thermal protection for each motor
Manual operation override
U.S. Standard or Metric Measurements
Automatic programmable product water 
diversion valve 
Automated and manual Fresh Water Flush with 
adjustable duration and intervals
Semi-automatic backwash and rinse operation
High and Low tank level switch provisions
High and Low feedwater temperature warnings 
and shut-off protection
Low product water flow protection
System maintenance and calibration modes 
Alarm connections
Thermal Protection for each motor

Horizon Reverse Osmosis redesigned the Horizon

Coral Sea series for higher capacity, quieter and

more efficient operation. The system includes state-

of-the-art features that are ideal for mega-yachts,

commercial fishing vessels, work boats, oil rigs,

charter boats, as well as onshore facilities such as

villas, small hotels, and private 

residences.

The Horizon Coral Sea features a state-of-the-art

controller with user-friendly LCD touch screen 

interface, and optional full remote matching screen.

Some of the key features include: stainless steel

high-pressure piping, hard plumbed low pressure 

piping, accessibility for maintenance, chemical duty

motors, new robust prefiltration housings, dual 

overpressure protection, brine and product water

readings in digital and analog format, and multiple

safety systems.

Horizon Coral Sea frames are constructed from 

light-weight epoxy powder-coated aluminum. Steel

frames are available as a custom order. The 

systems are available in horizontal, vertical, and 

modular configurations.

The Horizon Coral Sea series systems are delivered

complete, including all onboard interface plumbing,

and are ready to produce pure, potable water 

immediately upon installation.

State-of-the-Art, 
Versatile Design, 
and an Abundance of Features

MAJOR FEATURES
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Horizontal with 3” Membrane Vessels
(top dimensions in the diagram)
2800 & 3600 GPD
2800/3/H & 3600/3/H

Horizontal with 4” Membrane Vessels 
(bottom dimensions in the diagram)
4200 to 6800 GPD
4200/4/H, 5200/4/H, 6200/4/H, 6800/4/H

HORIZONTAL SERIES

3” Horizontal: 117 & 150 GPH • 442 to 568 LPH 
4” Horizontal: 175 to 283 GPH • 662 to 1,073 LPH

Vertical with 3” Membrane Vessels
(top dimensions in the diagram)
2800 & 3600 GPD
2800/3/V, 3600/3/V

Vertical with 4” Membrane Vessels
(bottom dimensions in the diagram)
4200 & 5200 GPD
4200/4/V & 5200/4/V

VERTICAL SERIES

3” Vertical: 117 & 150 GPH • 442 & 568 LPH 
4” Vertical: 175 to 283 GPH • 662 & 1,073 LPH

Modular with 3” Membrane Vessels
2800 & 3600 GPD
2800/3/M, 3600/3/M

MODULAR SERIES

3” Modular: 117 & 150 GPH • 442 & 568 LPH

ACCESSORIES

Fresh Water Flush
The fresh water flush greatly prolongs
the life of the membranes by rinsing
them with fresh water at the touch of
a button. 

Remote Control Panel 
The Remote Control with user-friendly
LCD touch screen interface may be
remoted 250 feet from the system and
is available in monochrome or color
screen.

Ultraviolet Sterilizer
The optional Ultraviolet
Sterilizer is available for all
three High Seas systems. The

Ultraviolet Sterilizer is the final process
where 99.8% of all micro-organisms,
including reproducing bacteria and
viruses are sterilized. With ultraviolet
sterilization, you can be assured that
you are getting pure, clean water! 

18 in / 46 cm

29 in / 74 cm
14 in / 36 cm DEEP

14 in / 36 cm

20 in / 51 cm30 in / 76 cm

31 in / 78 cm9 in / 23 cm

21.5 in / 55 cm

8.5 in / 22 cm

13.5 in / 34 cm

23 in / 58 cm

47 in / 119 cm (2,800 & 3,600 GPD)
38 in / 97 cm (2800 GPD)

5.75 in / 15 cm DEEP

Sea
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Pre-filter & OWS Assembly

Booster Pump Assembly
Membrane Vessel Assembly

Control Panel AssemblyMotor Pump Assembly

*

**

Bottom membrane rack only
available for 2800 to 3600 GPD
3” Horizontal Systems.

Membrane vessel assemblies
mounted to rear of frame on
4200 to 6800 GPD Horizontal
Systems.



HorizonTasman 

Feed Water Section
Installation connection and piping for marine installations
Booster pump
Multimedia filter with feed and backflush valving
Patented Cycron prefiltration and optional oil water separation
Clean/rinse, store/flush valves
Feed water flow meter and low pressure 
protection
Low pressure gauges

Pressurization
Stainless steel high-pressure pump, piping, 
and valving
Flow through pulsation dampener
Low maintenance belt drive system
Chemical duty motors available as an option
High-pressure gauges
High Rejection/High Flux R.O. Membrane Elements
High-pressure protection switch
Corrosion proof fiberglass pressure vessels

Product Water Monitoring and Filtration
Product water line pressure gauge
Product water flow meter
Actuated three-way diversion valve
Product water post filtration

The dependable Horizon Tasman Sea series ideally

suits the mid-range production requirements of

reverse osmosis desalination. Small hotels, villas, oil

platforms, mid sized commercial vessels, and small

cruise ships throughout the world rely on the

dependability of Horizon Tasman Sea series.

The compact yet easily accessible design and 

maintainable configuration incorporates exclusive

features found in no other desalinator. Some of the

major features of the Horizon Tasman Sea series

include the patented Cycron prefiltration which 

provides 200 square feet of active filtration area for

improved water quality and extended membrane life,

solid state salinity controller, multimedia filter, high

efficiency booster pump, feed and product flow

meters, plus a unique membrane cleaning system for

easier maintenance. Horizon Tasman Sea frames are

constructed from light-weight epoxy powder-coated

aluminum. Steel frames are available as a custom

order. The Horizon Tasman Sea series are delivered

complete, including all onboard interface plumbing,

and are ready to produce pure potable water 

immediately upon installation.

Rugged Design,
Mid-Range Production,
Quality Throughout

MAJOR FEATURES
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Electrical
NEMA 4X integrity
Three-way diversion valve with emergency by-pass 
feature
System salinity controller
Thermal protection for each motor
Alarm connections
Solid state temperature compensated fail-safe salinity 
meter
Simple, easy to use electronic controls



TASMAN SEA

229 to 875 GPH • 867 to 3,312 LPH 
5,500 to 21,000 GPH • 20,820 to 79,493 LPH

Sea

65

Single Length Membrane Element Vessels
Single Depth Membrane Rack
21m3/S1, 38m3/S1, 53m3/S1

Single Length Membrane Element Vessels
Double Depth Membrane Rack
64m3/D1, 72m3/D1, 79m3/D1

Double Length Membrane Element Vessels
Single Depth Membrane Rack
38m3/S2, 64m3/S2, 79m3/S2

ACCESSORIES

Hydrocyclone Separator
The Hydrocyclone Separator is a
cost and labor saving option, that is
available for the Horizon Tasman and
Horizon North Sea systems. This
option removes solids from the feed
water resulting in longer cartridge
pre-filtration life.

Ultraviolet Sterilizer
The optional Ultraviolet
Sterilizer is available for all
three High Seas systems. The

Ultraviolet Sterilizer is the final process
where 99.8% of all micro-organisms,
including reproducing bacteria and
viruses are sterilized. With ultraviolet
sterilization, you can be assured that
you are getting pure, clean water! 



HorizonNorth 
Feed Water Section

Installation connection and piping for marine installations
Booster pump
Dual multimedia filters with feed and backflush valving
Patented Cycron prefiltration and optional oil water separation 
Clean/rinse, store/flush valves
Feed water flow meter and low pressure protection
Low pressure gauges

Pressurization
Stainless steel high-pressure pump, piping, and valving
Flow through pulsation dampener
Low maintenance belt drive system
Chemical duty motors available as an option
High-pressure gauges
High Rejection/High Flux R.O. membrane elements
High-pressure protection switch
Corrosion proof fiberglass pressure vessels

Product Water Monitoring and Filtration
Product water line pressure gauge
Product water flow meter
Actuated three-way diversion valve
Product water post filtration skid

The rugged and versatile "Horizon North Sea" series

is the top choice of many oil industry related compa-

nies including hotels and cruise ship operators for

their R.O. needs. Quick delivery, continuous duty

requirements, years of expected useful service, and

Horizon Reverse Osmosis’ worldwide sales and serv-

ice network are just a few reasons these demanding

customers chose the Horizon North Sea series. These

light weight, small footprint desalinators are con-

structed with epoxy powder-coated frames.

The standard Horizon North Sea series are delivered

as complete packages ready to install and produce

potable water. Optional feed water pumps, special fil-

tration packages, pre and post treatment systems,

steel frames, explosion proofing, and microprocessor

controls are just a few of the specialized options

available to enhance the Horizon North Sea series.

Highest Production, 
Small Footprint, 
Simple Operation

MAJOR FEATURES
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Electrical
NEMA 4X integrity
Three-way diversion valve with emergency 
by-pass feature
System salinity controller
Thermal protection for each motor
Alarm connections
Solid state temperature compensated fail-safe 
salinity meter
Simple, easy to use electronic controls



NORTH SEA

458 to 1,833 GPH • 1,735 to 6,940 LPH 
11,000 to 44,000 GPH • 41,639 to 166,558 LPH

Sea

8 Triple Length Membrane Element Vessels
Double Depth Membrane Rack

144m3/D3, 159m3/D3, 167m3/D3

Double Length Membrane Element Vessels
Double Depth Membrane Rack

121m3/D2, 132m3/D2, 144m3/D2

Double Length Membrane Element Vessels
Single Depth Membrane Rack
42m3/S2, 76m3/S2, 98m3/S2

ACCESSORIES

Hydrocyclone Separator
The Hydrocyclone Separator is a
cost and labor saving option, that is
available for the Horizon Tasman and
Horizon North Sea systems. This
option removes solids from the feed
water resulting in longer cartridge
pre-filtration life.

Ultraviolet Sterilizer
The optional Ultraviolet
Sterilizer is available for all
three High Seas systems. The

Ultraviolet Sterilizer is the final process
where 99.8% of all micro-organisms,
including reproducing bacteria and
viruses are sterilized. With ultraviolet
sterilization, you can be assured that
you are getting pure, clean water! 

Post Filtration Skid
Horizon North Sea" Series Post Filtration skid contains the
system Booster Pump and activated Charcoal Product
Water Filters. The separate skid allows convenient access
to the Booster Pump and Post Filters.



WATER

Single (1) Membrane Rack
HRO SFM-450-1, HRO SFC-700-1, HRO SFC-900-1

Single (1) Membrane Rack
HRO SFC-450-1, HRO SFC-700-1, HRO SFC-900-1
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Marine Series
HRO Seafari Escape™  Compact
8, 13, 17, 21, 25 GPH • 32, 47, 63, 79, 95 LPH
Model No:
HRO SEC 200-1, 300-1, 400-1,  500-1, 600-1

HRO Seafari Escape™  Modular
8, 13, 17, 21, 25 GPH • 32, 47, 63, 79, 95 LPH
Model No:
HRO SEM 200-1, 300-1, 400-1, 500-1, 600-1

High Quality Watermaking in a Smaller
Capacity! 
The Seafari 170 & 350 produces 7 & 15 gallons of
fresh water per hour (27 & 55 lph) and contains the
most advanced features, equipment, and benefits
available on any Reverse Osmosis Watermaker of its
size. The unit is manufactured with a low mainte-
nance design for easy use and simple routine service.
The Seafari 170 & 350 are the most cost-effective and
dependable way to solve your fresh water needs.
Enjoy fresh water, with no worries, and go with the
leader... Horizon Reverse Osmosis.

HRO Seafari 170 (SF170) & 350 (SF350)
7 & 15 GPH • 27 & 55 LPH

HRO Seafari Contained System (SFC)
19, 29, 38, 58, 75 GPH • 71, 110, 142, 221, 284 LPH

Model No:

Double (2) Membrane Rack
HRO SFC-900-2 , HRO SFC-1400-2 , HRO SFC-1800-2

For Installation Ease
The Seafari Contained (SFC) is a perfect fit for larger, long
distance cruisers and is available with a variety of output
capacities ranging from 18 to 62 gallons per hour (66 to
234 lph). The SFC is fully self-contained and has a
streamlined design that allows for easy installation and
maintenance.

HRO Seafari Modular System (SFM)
19, 29, 38, 58, 75 GPH • 71, 110, 142, 221, 284 LPH

Model No:

Double (2) Membrane Rack
HRO SFM-900-2 , HRO SFC-1400-2 , HRO SFC-1800-2

For Versatile Installations
The Seafari Modular (SFM) is ideal for small and mid-
sized sail and power boats. The compact modular design
makes installation easy even in tight spaces. The user-
friendly Seafari SFM is affordably priced and comes with a
wide range of options. The SFM is supplied with 17 Feet
(5 Meters) of Controller Cable.

Seafari

Powerful, Quiet, Automatic Watermaking
Using Less Energy 
Horizon Reverse Osmosis’ new Seafari Escape™
Desalinator—with its unique EfficientSea™ Energy
Transfer technology—brings efficient, compact,
quiet watermaking to small and mid-size sail or
power boats.

The unit’s Energy Transfer Device eliminates the
need for a high-pressure pump, reducing the elec-
tricity consumption of the R.O. system by as much
as 75%. The R.O. process is achieved by recovering
energy from the pressurized brine discharge and
transferring that energy to relatively low-pressurized
feed water. An ingeniously designed manifold and a
two-valve flow control system deliver smooth, con-
stant, fault-free automatic operation at a single
touch of a button with no valves to adjust.

The Seafari Escape's high-performance design is
created from Super Austenetic Stainless Steel, a
very high-alloy stainless steel with elevated
Molybdenum content and strengthened with
Nitrogen, which increases resistance to pitting and
crevice corrosion. This added strength makes it truly
superior to competing models.

Superior Energy Recovery Models

abundanceof

LOWamperage
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thepioneer

Horizon Reverse Osmosis (HRO) was established

in 1975 and became the first manufacturer of

compact, economic desalination systems for use

in the marine boating industry. 

A brilliant vision and innovative engineering

allowed Horizon Reverse Osmosis to create the

most important and rewarding product for the

marine industry since the invention of boats! 

Our products have been copied by many, but

matched by none. Today, Horizon Reverse

Osmosis continues to make advancements in

desalination technology and has maintained the

quality and reliability it has been known for for

over a quarter century.

10

marine quality
Horizon Reverse Osmosis’ water makers are

manufactured with marine grade materials,
and designs are enhanced with the latest

advancements to create systems with cutting-
edge technology and total dependability. All

units are designed with the highest health and
safety standards.

all new design
HRO has been first in a number of design

innovations, including a precision-machined
cube design manifold, which replaces hoses

and fittings by routing water internally, making
tangled hoses and leaks a thing of the past.

flexible installations
The small footprint of HRO desalinators allows

for a quicker and less expensive installation. 

warranty and global service
HRO provides a one-year warranty on all sys-

tems. Extended warranties are available as
well.  With nearly 200 Servicing Dealers in

over 60 countries, HRO maintains the largest
Dealer Network in the world.

the next generation
As we continue to lead the way in watermak-
ing, HRO is pleased to introduce the all new

state-of-the-art HRO Horizon Seafari
Watermaker. HRO has developed a new,
advanced generation of diverse compact

Desalinators. “We are the pioneer from the
past; we are the leader into the horizon!”



Authorized Dealer:

P.O. Box 5463, Carson California 90745 U.S.A 
Tel: 1-310-631-6300 • Fax: 1-310-631-6395

1-800-366-4476
E-Mail: sales@hrosystems.com

Web: http://www.hrosystems.com
© 2004 Horizon Reverse Osmosis, Rancho Dominguez, California U.S.A. All Rights
Reserved. HRO, Horizon, Seafari, Seafari Escape, and EfficientSea are trademarks

of Horizon Reverse Osmosis.




